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NOTES:
1. REFER TO ROOFING MANUF. WEBSITE FOR MOST

CURRENT INFORMATION.
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INSULATION

INSULATION

COVERBOARD (AS REQUIRED)

SUBSTRATE

INSULATION

INSULATION

COVERBOARD (AS REQUIRED)

NON-SHRINKING GROUT

POURABLE SEALER MIN. 2"
COVERAGE AROUND PENETRATIONS

FOUR PLY BUILT UP ROOF

2. REFER TO DETAILS MB-LS-1, MB-LS-2 & MB-LS-3 FOR
APPROPRIATE LAP SEALING OPTIONS.

4" (101.6 mm) MIN.

3" (76.2 mm) MIN.
3" (76.2 mm) MIN.

MULTI-PURPOSE MB FLASHING CEMENT

SHEET METAL PITCH PAN,
SOLDERED/WELDED WATERTIGHT

INTERPLY REQUIRED FOR 15 & 20 YEAR SYSTEMS

GRANULE SURFACED MODIFIED BITUMEN CAP SHEET

4" (101.6mm) MINIMUM FLANGE SET IN FIRESTONE MULTI-
PURPOSE MB FLASHING CEMENT OVER FIELD PLIES.

(PRIME FLANGE BEFORE STRIPPING)

ASPHALT IS APPLIED UNIFORMLY TO EACH
PLY AT A RATE OF APPROXIMATELY 25 LBS
PER 100 SQ/FT OF ROOF SURFACE (±15%)

INSULATION
COVERBOARD (AS REQUIRED)

INSULATION

INSULATION
COVERBOARD (AS REQUIRED)

INSULATION

NOTES:
1. REFER TO FOOFING MANUF. WEBSITE FOR MOST

CURRENT INFORMATION.
2. ALL SHEET METAL TO BE INSTALLED PER

SMACNA GUIDELINES.
3. GRANULES MUST BE EMBEDDED WHEN

USING TORCH APPLIED GRANULE SURFACED 
CAP SHEETS PRIOR TO COMPLETING SIDE
LAPS, END LAPS, AND BASE FLASHING LAPS.

4. ATTACH NAILER TO DECK WITH SUITABLE FASTENER.

INTERPLY REQUIRED FOR 15 & 20 YEAR SYSTEMS
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3" (76.2 mm) MIN.
3" (76.2 mm) MIN.

GASKET

SET BOLT IN SEALANT

SHEET METAL COVER

SUBSTRATE

HIGH-DOMED, CAPPED, GASKETED
FASTENERS AS REQUIRED

FOUR PLY BUILT UP ROOF

MODIFIED BITUMEN GRANULE
SURFACED CAP SHEET

FASTEN APPROX. 8" (203.2mm) O.C.

ASPHALT IS APPLIED UNIFORMLY TO EACH
PLY AT A RATE OF APPROXIMATELY 25 LBS
PER 100 SQ/FT OF ROOF SURFACE (±15%)

324 S. State St., Suite 400

Salt Lake City, UT  84111

800-678-7077

801-328-5151

fax: 801-328-5155

www.spectrum-engineers.com
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office: (801) 463-7103, mobile: (801) 541-7538
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